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~   Cleans rinses and dries.
~   Computer controlled transfer speed and temperature.

~   Two cylindrical brushes and two �at brushes.

~   User-friendly touchscreen programming interface.

~   Can be connected to exhaust system.

~   PLC Controlled Electronics.

~   Stainless Steel construction.

~   Automatic water replenishment.

~   Solvent �ltration unit. (Water �ltration unit optional)

~   Automatic plate transfer

~   Special scratch and dust resistant paint �nish.

Main Features:

Specially designed equipment for the cleaning of letterpress and flexo plates after printing. 
Plates are automatically transported into the processor by soft-touch transfer rollers and 
cleaned by brush action, then rinsed and dried. 

The system incorporates recyling and filtration of the waste solution for optimum economy 
of use.  Cleaning greatly extends the useful life of printing plates and improves print quality.

The Dantex AQFC System moderately brushes the entire plate surface using the correct 
amount of pressure,using Dantex AquaViolet cleaning solution for the optimum amount 
of time necessary. The plate is then dried effectively, ready for storage and reuse.

The AQFC Range



The Importantance of Plate Cleaning
Cleaning and maintenance is a key factor in extending the life of your plates. Proper 
photopolymer plate care prolongs optimal print quality and reduces costs. Plates should 
be cleaned correctly and immediately after use - if neglected, cleaned incorrectly or 
improperly dried prior to storage, they can stick to each other and develop cracks. 

Effective cleaning requires suitable brushing using the correct brush type and the correct 
amount of pressure, along with a compatible wash solution to loosen and remove ink 
deposits. 

Brush Type, Pressure and Time
Cleaning by hand using the wrong type of brush can snag or gouge, causing damage to 
the plate surface. Too much brush pressure and prolonged contact with cleaning 
solution can also cause plate damage.  

The Dantex AQFC System moderately brushes the entire plate surface using the correct 
amount of pressure,using Dantex AquaViolet cleaning solution for the optimum 
amount of time necessary. The plate is then dried effectively, ready for storage and reuse.

 

AQFC® is a Registered Trademark Dantex Graphics Limited.
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Specifications
Power:
230V 50/60 Hz Single Phase
3Kw

Maximum Plate Widths:
AQFC 45:  450mm/17.72”
AQFC 65: 650mm/25.59”
AQFC 95: 920mm/36.22”
AQFC 120:  1150mm/45.27”
AQFC 140:  1400mm/55.11”

Minimum Plate Depths:
AQFC 45: 140mm/5.51”
AQFC 65: 220mm/8.66”
AQFC 95: 220mm/8.66”
AQFC 120:  220mm/8.66”
AQFC 140:  400mm/15.74”
  

Unit dimensions (L x W x H): 
AQFC 45: 104 x 123 x 118cm/40.9 x 47.5 x 46.5”
AQFC 65: 115 x 175 x 106cm/45.2 x 68.9 x 41.9”
AQFC 95: 144 x 175 x 106cm/56.7 x 68.9 x 41.9”
AQFC 120:  168 x 175 x 106cm/56.7 x 68.9 x 66.1”
AQFC 140:  311 x 192 x 115cm/40.9 x 47.5 x 46.5”

Solution Reservoir:
AQFC 45:
25Liters/6.60 US Gallons

AQFC 65/95/120/140:
35Liters/9.25 US Gallons

The information in this document is based on our present 
knowledge and experience.  Due to the multitude of factors 
influencing the processing application of our products it does 
not release the user from own testing and experimentation.

Nor does it imply any legally binding assurance concerning 
specific properties of the products or suitability for a particular 
application.  The responsibility of observing any pertinent 
industrial property rights, laws and regulations rests with the 
user.  Subject to technical change without notice.

Effective Plate Cleaning:


